Autodialler ECIl o e

CONNECTION EXAMPLE 1

Existing

Autodialler ECII

ALARM

* ALL POWER SUPPLIED FROM THE TELEPHONE LINE:

* ECII COP to be fitted behind the COP

*  ECII BASIC to be fitted on top of CAR

* ECII TOC to be fitted on top of CAR

*  ECIl FLUSH for flush mount

ECIlI SURF for surface mount without alarm push

ECIlI ALBU for surface mount with alarm push
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ECIl| conneEcTION EXAMPLE 6A

FOR A KIT CONSISTING OF:

* AUTODIALLER ECII COP

* PICTOGRAM DRIVER

* TOP-OF-CAR SPEAKER UNIT

* INDUCTIVE LOOP AMPLIFIER

* LIFT PIT STATION

* UNDER CAR SPEAKER UNIT  MACHINE ROOM

INTERCOM STATION

Telephone Line

Top of Car Speaker Unit

\ 12-24VDC
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ECIl connECTION EXAMPLE 6C

FOR A KIT CONSISTING OF:

* AUTODIALLER ECII COP

* PICTOGRAM DRIVER

* TOP-OF-CAR SPEAKER UNIT

* INDUCTIVE LOOP AMPLIFIER

* LIFT PIT STATION

* MACHINE ROOM STATION MACHINE ROOM

INTERCOM STATION

Telephone Line

Top of Car Station

\ 12-24VDC
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